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. GnnanHDBASE- and 100BASE-T LANs and VLANS over G.SHDSL
» Setup via console port and DIP switch
» Guarantee Ethernet throughput over 85% DSL Line rate in 64k bytes packet size -
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o G.SHDSIL Bridge

Physical Dimensions

Power Requirement
Input/Output Voltage
Power consumption

Environment

Humidity

.

Atri

o 505

Operating Temperature

Tel: 836-2-2999-5155 Fax; 886-2-2999-4950
iei E-mail: contacts@mail atrie.com. tw

hitpad wwwatrie.com, bw

Madel
. WireSpan 5100B
Line Interface 72 Kbps up to 2312 Kbps
Line code TC-PAM (G.SHDSL)
Payload rate N x 64Kbps { N=1~38) or rate adaptive
Transmit level Meet G.991.2 Annex A / Annex B
Connector RJ-45
Auto-crossover
LAN Interface Auto-sensing 10/100BASE -T Ethermnet
Connector : R}-45
Bridging Dynamically learning and aging up to 2,048 MAC address
Supports VLAN-TAG Function
Management
Configuration DIP Switch/Console
Status Console port (DB9)
Indicator PWR, LINK, ACT, 5¥N, 5Q, TST

161mmi{W) x 127.5mmi{D) x 37Tmmi{H)

100~240 VAC @ 50~60HZ /5 VDC, 2A
4W (MAX)

oc~5s0°C
0~95% Non-condensing
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